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	MEETING TITLE:
	City of Seguin – Cordova Rd Reconstruction
TxDOT 30% Drainage Review Meeting
	DATE:
	07/05/2023

	PROJECT NUMBER:
	0915-46-052
	
	

	Attendees:
	TBD
	
	

	AGENDA TOPICS:


	Cordova Rd 
	Project Overview:
· Overview of project limits
· Discuss which design storms are used for which crossings
Hydrology Discussion:
· Overall method
· Cordova Study vs Hwy 123 Study  
· Crossing Z
· 
Hydraulics Discussion:
· SH 46/Cordova
· Crossing Z
· Cordova Road
· Crossing A
· Crossing B
· Crossing C
· Crossing D
· Hwy 123
· Crossing F
· Crossing F-1


	ACTION ITEMS & TAKEAWAYS:
Description

	· 
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4.0.0: Summar
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Culvert A 4- 6'X3' MBC 397 552 800 1282 605 575.81
Culvert A-1 5-8'x3' MBC 446 607 862 1349 625 <10 YR 573.40
Culvert A-2 24" RCP 64 76 94 124 18 <2YR 575.55
Culvert B 2-6'x3' MBC 222 312 456 736 252 <5YR 577.11
Culvert C 2-24" RCP 9 11 13 17 48 100 YR 586.00
Culvert D 4-8'x4' MBC 288 419 631 1052 1052 100 YR 567.72
Culvert D-1 2-6'x3' MBC 155 219 323 526 173 <5YR 567.51
Culvert E 24" RCP 16 19 23 31 20 ~10 YR 567.51
Table 4.0. of Bridge Class Culvert:
o sie | o | S | [ o | | o | @0 | W |l | e | o | | e
EX! 4-6'X3' | 397 | 574.55 [ 12.50 [ 552 | 575.43 | 13.61 | 800 | 576.28 | 14.39 | 1282 | 576.57 | 14.67 | 575.81
E Qs 3-6'X3' | 369 | 574.44 | 11.21 | 516 | 576.28 | 13.94 | 750 | 576.29 | 11.14 | 1204 | 576.59 | 11.32 | 575.99
< < [ a0 4-6'X3' | 369 | 573.29 | 5.36 516 | 573.59 | 7.17 750 | 575.62 | 10.42 | 1204 | 576.45 | 11.30 | 575.99
§ Q25 6-6'x3' | 369 | 572.84 [ 453 516 | 573.55 | 5.79 750 | 574.33 | 8.33 1204 | 576.36 | 11.00 | 575.99
3 Qs 3-6'x3' | 369 | 573.87 [ 8.70 | 516 | 575.46 | 9.73 750 | 576.42 | 10.87 | 1204 | 576.84 | 11.42 | 576.09
; Q1o 4-6'x3' | 369 | 572.83 [ 7.91 516 | 574.05 | 8.84 750 | 576.02 | 10.42 | 1204 | 576.64 | 11.17 | 576.09
Q25 5-6'x3' | 369 | 572.36 | 7.34 516 | 573.04 | 8.21 750 | 574.64 | 9.30 1204 | 576.50 | 10.99 | 576.09
EXY 5-8'x3' | 446 | 57140 [ 5.34 [ 607 | 571.79 | 6.61 | 862 | 572.31 [ 6.41 1349 | 572.78 | 6.50 573.40
§ o fal Qs 6-6'x3' | 446 | 571.73 [ 6.31 607 | 572.03 | 6.63 | 862 | 572.34 | 6.75 1349 | 572.69 | 6.75 573.40
3 < < Q10 6-6'x3' | 446 | 571.72 | 6.17 607 | 572.04 | 6.50 | 862 | 572.33 | 6.57 1349 | 572.69 | 6.62 573.40
Q2s 6-6'x3' | 446 | 571.73 | 6.31 607 | 572.03 | 6.63 862 | 572.34 | 6.75 1349 | 572.69 | 6.75 573.40
EX? 2-6'x3' | 222 | 576.66 | 14.64 | 312 | 577.34 | 15.25 | 456 | 577.53 | 15.42 [ 736 577.77 | 15.56 | 577.11
E Qs 3-8'x4' | 238 | 575.91 | 5.05 330 | 577.48 | 5.58 476 | 577.75 | 5.18 757 578.00 | 4.68 577.17
g Q1o 4-8'x4' | 238 | 575.05 | 3.79 330 | 576.20 | 4.83 476 | 577.57 | 5.09 757 577.93 | 4.65 577.17
Q25 6-8'x4' | 238 | 574.26 | 2.53 330 | 574.87 | 3.22 476 | 575.90 | 4.21 757 577.71 | 4.55 577.17
EX 4-8'x4' | 288 | 563.34 [ 3.19 419 | 563.91 | 3.98 | 631 | 564.58 | 5.21 1052 | 566.28 | 8.22 567.72
g Qs 2-8'x4' | 347 | 564.58 | 6.72 485 | 565.91 | 8.42 | 705 | 567.28 | 11.02 | 1131 | 568.60 | 11.68 | 567.51
:;) Qio 3-8'x4' | 347 | 563.58 | 4.69 485 | 564.32 | 5.85 705 | 565.59 | 7.55 1131 | 568.02 | 11.09 | 567.51
Q25 4-8'x4' | 347 | 563.22 | 3.67 485 | 563.76 | 4.57 705 | 564.54 | 5.89 1131 | 566.27 | 8.84 567.51

1Existing runoff is higher than proposed conditions for Culvert A due to proposed conditions drainage areas.
“Culvert B in existing conditions is not a Bridge Class Culvert. The existing calculations were performed in HY-8.
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